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L Purpose, Applicability, and Scope

2. BMP Guidelines

3 Erosion and Pollution Control Plan

BMP Specifications
41 Check Dam
42 Channel Stabilization
43 Construction Exit
44 Diversion
45 Temporary Downdrain Structure
46 Gabion
47 Rock Filter Dam
4.8 Retrofitting
49 Sediment Barrier
410  Inlet Sediment Trap
411  Portable Sediment Tank
412  Temporary Sediment Basin
413  Temporary Stream Crossings
414 Storm Drain Outlet Protection
415  Surface Roughening
416  Topsoiling
417  Vegetated Waterway or Stormwater Conveyance Channel
418  Buffer Zone
419  Disturbed Area Stabilization (with Mulching Only)
420  Disturbing Area Stabilization (With Temporary Seeding)
421 Permanent Seeding
4.22  Disturbed Area Stabilization (Sodding)

4.23

Dust Control on Disturbed Areas
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Diversion Design Criteria

Permissible Velocities and Retardant Values
for Vegetated and Rock-Lined Waterways

Pipe Diameter for Temporary Downdrain Structure

Graded Riprap Stone

Criteria for Sediment Barrier Placement

Silt Fence Types

Post Sizes

Fasteners for Wood Posts

Silt Fencing Specifications

Pipe Diameters for Stream Crossings

Permissible Velocities and Retardant Values for Vegetated Waterways
Velocity, Top Width and Depth for Parabolic Stone Center Waterways
Seeding Mixtures, Rates and Dates

Emulsion Application Rates

Stone Check Dam Installation Requirements

Straw Bale Barrier Installation Requirements

Crushed Stone Construction Exit Installation Requirements

Geotextile Liner Under Gravel Pad

Typical Diversion Across Road

Temporary Downdrain and Inlet Detail

Rock Filter Dam Installation Requirements

Perforated Half-Round Pipe Retrofit With Stone Filter

Perforated Half-Round Pipe Retrofit With Stone Filter Installation Requirements
Slotted Board Dam Installation Requrements

Straw Bale Barrier Installation Requirements
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Appendices

A

B

c

Use Type “A” Silt Fence

Use Type “B” Silt Fence

Type “C” Silt Fence

Typical Type “C” Silt Fence

Fabric and Supporting Frame for Inlet

Siltsack

Components of a Typical Temporary Sediment Basin
Temporary Stream Crossing Installation Requirements
Typical Sediment Basin Trash Rack

Concrete Riser Base Detail

Stair-Stepping Cut Slopes

Typical Vegetated Waterway or Stormwater Conveyance

Chattanooga Stormwater Management Ordinances
Chattanooga Landscape Ordinance

Participating Local Community Stormwater Ordinances
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